


RUBBER TRACK UNDERCARRIAGES 

*OPTIONAL USED RUBBER BELTS BASED ON AVAILABILITY 

RTU 20 

RTU 25 

RTU 30 ST 

Specifications: 
Gross Vehicle Wt:  40,000lbs
Height:  36 in.
Length:  104in.
  

 
  
   

 

Specifications: 
Gross Vehicle Wt:  50,000lbs
Height:  36in.
Length:  104in.
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Specifications: 
Gross Vehicle Wt:  60,000lbs
Height:  36in.
Length:  114in. 

 
  

 
 

 

Specifications: 
Gross Vehicle Wt:
80,000lbs
Height:  36in.
Length:  156.5in. 

                   
  

 
 

 
 

Standard Features: 
-Oscillating Track Frames 
-Heat-treated Pins & Bushings 
-120 in. C. to C. Axle 
Optional Extras: 
-30in. Quadtrack Belts-Old 
Style 

Standard Features: 
-Oscillating Track Frames 
-Heat-treated Pins & Bushings 
-120 in. C. to C. Axle 
Optional Extras: 
-30in. Quadtrack Belts– Old 
Style 

Standard Features: 
-Oscillating Track Frames 
-Heat-treated Pins & Bushings 
-120 in. C. to C. Axle 
Optional Extras: 
-30in. Quadtrack Belts– STX 
Only 

Standard Features: 
-Oscillating Track Frames 
-Heat-treated Pins & Bushings 
-Carrier roller (top) 2 
-126 in. C. to C. Axle 
Optional Extras: 
-24in. Caterpillar Belts 
-30in. Caterpillar Belts 
-Optional Axles Extra 

RTU 40 

The Manufacturer reserves the right to make changes to these specifications without notice and without incurring any obligation relating to such changes 




